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General:  GVWR:   12,500 lbs. 
  GAWR:   12,000 lbs.  
  Empty Weight:                    2,300 lbs. 
  Total Capacity:                 10,200 lbs.  
  Overall Dimensions:                114 7/8” x 79” x 60 1/8” (L x W x H)  
  Hitch:    3’ Towing Eye, 4 Bolt, 60,000 Lbs. Gross trailer Weight. 

Safety Chains:  3/8" grade 7 with ½” grade 7 clevis mount hooks with spring latch terminates 3’ in front of the towing 
eye. Ultimate brake strength per assy. of 26,400#, mounted in adjustable chain trap allowing chain 
length to be adjusted without cutting 

    
Running Gear:  Tires:    Size: 245/70R17.5 LRH 6005# each@ 125 psi 
  Wheels:    17.5 x 6.75 conventional HD steel with .5” offset and 8 on 6.5” bolt circle 6,000# capacity each. 

Brakes: Air with ABS (2S1M). Spring brake override valve to allow trailer to be moved when not connected 
to vehicle. Valve pressurizes spring brake chambers and dumps through glad hand when 
deactivated. Trailer brakes returned to normal operating configuration when attached to tow vehicle 
supply/emergency connections 

  Axles:    12,000# Dexter brand sprung. Two 6,000# springs 
 
Frame:  Frame Rails:  6 x 4 x ¼” Wall Rectangular Tube   ASTM   A500B 

Pole Bunks: (2) - 6 x3 x 3\16 ASTM A500B Pole centering “V” constructed from structural angle 
Bolsters:  Four removable, drop down 2” x 2” x ¼” vertical posts (two on each bolster) 24” high. Front lead 

pole cradle with winch. Bolsters Equipped with pole hubs for 180 degree pole wrap 
Fenders:   None – Front and rear stone guards provided to meet D.O.T. regulations   

 
Finish:     Hot dipped galvanizing 
 
Electrical: Lighting:   Complies with DOT laws. All mountings for lights recessed and shock resistant.  

Reflectors:    Truck-lite® model 98007.  
Clearance and marker:  Truck-lite® LED model 10, 10050R & 10050Y  
License Lamp:   Truck-lite® LED model 15,  

Four (4) stop/tail/turn signal lights and clearance lights mounted on a removable light bar 
assembly with strap and ratchet. An additional Cole Hersee® No. 12063-01, 7 pole socket, and 25 
ft. of cord and wind up storage provided at the rear of the trailer.  Wiring installed in Truck-lite® 
harness and connected thru Truck-lite® series 88 plug system. All electrical contacts, switches, and 
junction boxes are to be coated with Truck-lite® NYK-77 corrosion preventive compound. 

Other:      Trailer marked with conspicuity tape in accordance with NHTSA Conspicuity Ruling CFR 571.108. 
  
Note: Trailer picture above may be shown with Optional Items. 
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Model # EPT20009 Pole Dinky  
10.2k Capacity – Air Brakes 

 


